
Photo-Electric Sensors

Contrast Sensor
9mm Sensing DC

18mm Lens

A high performance, microprocessor controlled contrast sensor with
teach-in set-up and automatic selection of  green or red emitter light. It
features automatically selected light-on/dark-on output function and is
PNP/NPN selectable. A dual position, interchangeable lens offers larger
sensing ranges up to 18mm, and a 90° rotatable connector gives
installation flexibility. It also has an analogue output and is time delay or
key lock selectable. Over-voltage, short circuit & reverse polarity
protected.

Nominal sensing ranges 9mm, (18mm with optional lens)
Supply voltage 10-30 volt DC
Analogue output 0-5 volt DC
Rated output current 200 mA
Off  state current 80 mA
Temperature -15 to + 55 °C
Frequency 10k Hz
Sensitivity adjustment Teach-in
Built in LED’s Yes (red/function, green/status indicator)
IP Rating IP67
Body material Cast zinc
Connection type M12 connector, 4 wire type

(brown/+ve, white/PNP or NPN output
grey/analogue output, blue/-ve)

Please order lens separately

Stock No. Manf Ref’ Type 1-4

2668217 BKTM15US4 PNP/NPN NO/NC 194.36
2668220 BKTMPK1 18MM LENS 55.72

Unit Price
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Photo-Electric Sensors

Contrast Sensor
40mm Sensing DC

A high performance laser sensor for contrast detection, ideal for
detecting print marks on polythene bags and cartons. The sensor has a
range of 3-250mm with best performance being achieved in the range of
20-40mm. Features a visible red light for ease of alignment/setup and a
5 turn potentiometer for sensitivity adjustment. Short circuit & reverse
polarity protected.

Optimum sensing range 20-40mm, within this range the received
signal is insensitive to small changes in the 
object distance

Nominal sensing ranges 3-250mm
Beam focal point 40mm
Light source Pulsed red laser diode class 1
Response/release time < 0.5 ms 
Supply voltage 10-30 volt DC
Rated output current 200 mA
Supply current 50 mA
Temperature -10 to + 50°C
Sensitivity adjustment 5 turn potentiometer
Built in LED’s Yes (yellow/output, green/power indicator)
IP Rating IP67
Body material Acrylnitril/Styrol/Acrylester
Connection type M12 connector, 4 wire type

(brown/+ve, white/dark operate
black/light operate, blue/-ve)

Accessories: A mounting bracket is included with the sensor

Stock No. Manf Ref’ Type 1-4 5-9 10-24

1501781 OZDK10P5101/S35A PNP NO/NC 181.82 176.37 170.91

Unit Price

Contrast Sensor
80mm Sensing DC

A high performance laser sensor for contrast detection, ideal for
detecting print marks on polythene bags and cartons. The sensor has an
adjustable sensing range up to 250mm with best performance being
achieved in the range of 40-80mm. Features a visible red light for ease
of alignment/setup and a 14 turn potentiometer for sensitivity adjustment.
Short circuit & reverse polarity protected.

Optimum sensing range 40-80mm, within this range the received
signal is insensitive to small changes in the 
object distance

Adjustable sensing range Up to 250mm
Beam focal point 80mm
Switched output PNP
Light source Pulsed red laser diode class 1
Response/release time < 0.5 ms 
Supply voltage 12-30 volt DC
Rated output current 200 mA
Supply current 65 mA
Temperature -10 to + 50°C
Sensitivity adjustment 14 turn potentiometer
Built in LED’s Yes (yellow/output, green/power indicator)
IP Rating IP67
Body material Die-cast zinc
Connection type M12 connector, 4 wire type

(brown/+ve, white/unused
black/light operate, blue/-ve)

Accessories: Mounting bracket is not included with the sensor. Please
order separately.

Stock No. Manf Ref’ Type 1-4 5-9 10-24

1501784 OZDM16P1001/S14 PNP N/O 209.09 202.82 196.54
1501787 113917 BRACKET 5.05 4.90 4.75

Unit Price

BAUMER
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