


Relays - Plug in

114 Series Relay 
10A, 4PCO

Din Base & Modules

Din Base for 8 Pin Octal
Relay

UF2 Series Relay
10A, DPCO

A new industry standard 4 pole relay which offers a wide switching range
from 10mA to 10A. Silver nickel contacts are encapsulated in 4 separate
chambers to prevent arcing and limit corrosion. Featuring a pull to test
and flag indicator, which can be used as a locking lever whilst
commissioning. Sockets are 10A rated with large terminal capacity. Also
available are plug in LED indication modules.

Contact arrangement Four pole changeover
Contact material Silver nickel
Contact rating 10A at 250Vac
Contact load min. 10mA at 5V dc
Min. switching current 10mA at 5V
Operate / release time 10ms / 8ms
Nominal coil power 1 W dc, 1.2 VA at 50 Hz ac approx.
Dielectric strength 2.5kV ac (coil-contact)
Mechanical switching life 20 x 106

Temperature -40ºC to + 70ºC

Relays with integral LED indication are also available, please consult
sales.

The DIN socket is 10A rated. It has IP20 finger protection terminals and
a marker tag which is removable to facilitate the use of plug-in modules
for LED indication and protection. Sockets include wire retaining clip.

Current rating 10A
Positive terminal Term A1 (for relays with diode)

Universal 8 pin 2PCO plug in relay with silver nickel contacts for octal
bases . Featuring a manual push to test button, mechanical flag indicator
and manual override lever, which can be used as a locking lever whilst
commissioning.

Contact arrangement Double pole changeover
Contact material Silver nickel
Contact rating 10A at 250V ac
Contact load min. 50mA at 20V dc
Min. switching current 50mA at 20V dc
Operate / release time 14ms / 10ms
Nominal coil power 1.2 W dc, 2.2 VA at 50 Hz ac approx.
Mechanical switching life 20 x 106

Dielectric strength 2.5kV ac (coil-contact)
Temperature -25ºC to + 60ºC (DC), -25ºC to + 40ºC (AC)

Relays with integral LED indication are also available, please consult
sales.

The DIN socket is 10A rated. It has IP20 finger protection screw terminals
with clear terminal marking. Sockets include wire retaining clip.

Current rating 10A
Positive terminal Term A1 (for relays with diode)

Stock No. Manf Ref’ Type 1-24 25-99 100+

1101018 114.A4.12VDC.1 12VDC 4.23 3.81 3.60
1101027 114.A4.24VDC.1 24VDC 4.23 3.81 3.60
1101024 114.A4.24VAC.1 24VAC 4.23 3.81 3.60
1101015 114.A4.115VAC.1 115VAC 4.23 3.81 3.60
1101021 114.A4.230VAC.1 230VAC 4.23 3.81 3.60
Bases & Modules
1101135 Z366.02 DIN BASE 2.40 2.16 2.04
1101120 Z318.51 LED/DIODE 24VDC 2.45 2.20 2.08
1101123 Z318.53 DIODE MODULE 1.20 1.08 1.02
1101126 Z318.58 LED 115/230 VAC 2.45 2.20 2.08

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

1101078 UF2.12VDC1 12VDC 4.94 4.45 4.20
1101087 UF2.24VDC1 24VDC 4.94 4.45 4.20
1101084 UF2.24VAC1 24VAC 4.94 4.45 4.20
1101075 UF2.115VAC1 115VAC 5.52 4.97 4.69
1101081 UF2.230VAC1 230VAC 5.52 4.97 4.69
Bases
1101147 Z392 DIN BASE 2.08 1.87 1.77

Unit Price

Connection diagram viewed from pins
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Relays - Plug inRelays - Plug in

Terminal Block Relay
6A, SPCO

Din mounting base for 11 pin relays with the additional facility of adding
plug-in protection and indication modules. It has IP20 finger protection
screw terminals with clear terminal marking. Sockets include wire
retaining clip.

Current rating 10A
Positive terminal Term A1 (for relays with diode)

Slimline relay for DIN rail mounting with SPCO contacts rated to 6A at
400V ac. 6mm width. Relay status indication by LED. Integrated diodes
for coil suppression and polarity protection.

Contact arrangement Single pole changeover
Contact rating 6A at 400V ac
Contact load min. 100mA 
Nominal coil power 0.3W dc
Electrical switching life 105

Approvals UL, CSA, VDE

Stock No. Manf Ref’ Type 1-24 25-99 100+

3502724 007 100.04 24VDC 8.90 8.63 8.37

Unit Price

Din Base for 11 Pin Relay

UF3 Series Relay
10A, 3PCO

Universal 3PCO plug in relay with silver nickel contacts for 11 pin bases.
Featuring a manual push to test button, mechanical flag indicator and
manual override lever, which can be used as a locking lever whilst
commissioning.

Contact arrangement Three pole changeover
Contact material Silver nickel
Contact rating 10A at 250V ac
Contact load min. 20mA at 10V dc
Min. switching current 50mA at 20V dc
Operate / release time 14ms / 10ms
Nominal coil power 1.2 W dc, 2.2 VA at 50 Hz ac approx.
Mechanical switching life 20 x 106

Insulation voltage 2.5kV ac (coil-contact)
Temperature -25ºC to + 60ºC (DC), -25ºC to + 40ºC (AC)

Relays with integral LED indication are also available, please consult
sales.

The DIN socket is 10A rated. It has IP20 finger protection screw
terminals with clear terminal marking. Sockets include wire retaining clip.

Current rating 10A
Positive terminal Term A1 (for relays with diode)

Stock No. Manf Ref’ Type 1-24 25-99 100+

1101093 UF3.12VDC1 12VDC 5.27 4.74 4.48
1101102 UF3.24VDC1 24VDC 5.27 4.74 4.48
1101099 UF3.24VAC1 24VAC 5.27 4.74 4.48
1101090 UF3.115VAC1 115VAC 5.85 5.27 4.97
1101096 UF3.230VAC1 230VAC 5.85 5.27 4.97
Modules
1101150 Z393 DIN BASE 2.73 2.46 2.32

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

1101153 Z396 DIN BASE 3.96 3.56 3.37
1101156 Z396.50 DIODE 0.71 0.64 0.60
1101159 Z396.52 LED/DIODE 24VDC 1.17 1.05 0.99
1101162 Z396.58 LED/VARISTOR 230VAC 2.30 2.07 1.96

Unit Price

Connection diagram viewed from pins

Modules for 11 pin DIN base

KUHNKE
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Relays - Plug in

G2RS Series with LED
10A SPCO, 5A DPCO

G2RS with LED, Test Button
10A SPCO, 5A DPCO

DIN Mounting Sockets for
G2RS & G3R Relays

G3R Solid State Relay

10A SPCO

5A DPCO with Test Button

SPCO

DPCO

DIN mounting sockets for use with Omron G2RS and G3R relays.
Featuring a unique facility for retention and easy ejection of the relay.
IP20 finger protected terminals with captive screws and clamps. Sockets
offer labelling facility

Current rating 10A (SPCO), 5A 9 (DPCO)
Wiring information

SPCO + G3R DPCO
Positive terminals Term 5 Term 8

General purpose slimline relays with LED indication offering options of
test button and/or diode suppression. All relays feature a clear case and
4.8mm push-on terminals which can be used with Omron relay sockets.
8mm creepage / 8mm air distance.

Contact arrangement Single pole or double pole changeover
Contact material Silver cadmium oxide
Contact rating 10A at 250V ac (SP), 5A at 250Vac (DP)
Contact load min. 100mA at 5Vdc (SP), 10mA at 5Vdc (DP)
Operate / release time 15ms / 5ms (DC), 10ms (AC)
Nominal coil power 0.53 W dc, 0.9 VA at 50 Hz ac approx.
Mechanical switching life 20 x 105

Dielectric strength 5kV ac (coil-contact), 1kV (contact-contact)
Temperature -40ºC to + 70ºC
Approvals UL, CSA

Two SSR’s with 4.8mm push-on terminals and can be used with
associated Omron relay sockets. They are ideal for fast solenoid
switching and feature zero voltage switching on the AC output version.

Nom. operating voltage 5-24V dc (32Vdc max.)
Must operate voltage 4V dc
Must release voltage 1V dc
Insulation resistance 100M ohm

dc - dc dc - ac
Input current 15mA 8mA
Output rating 2A at 60V dc 2A at 264V ac
Min. load current 10mA at 4V dc, 50mA at 75V ac
Operate / release time 1ms / 2ms fims + 1 cycle
Dielectric strength 4kV ac for 1 min. between input & output
Temperature -40ºC to + 80ºC

Stock No. Manf Ref’ Type 1-24 25-99 100+

LED
8101034 G2R-1SN-12VDC SPCO-12VDC 4.60 4.14 3.91
8101043 G2R-1SN-24VDC SPCO-24VDC 4.10 3.69 3.49
8101040 G2R-1SN-24VAC SPCO-24VAC 4.60 4.14 3.91
8101031 G2R-1SN-110VAC SPCO-110VAC 4.10 3.69 3.49
8101037 G2R-1SN-220VAC SPCO-220VAC 6.80 6.12 5.78
8101085 G2R-2SN-12VDC DPCO-12VDC 4.51 4.06 3.83
8101094 G2R-2SN-24VDC DPCO-24VDC 4.51 4.06 3.83
8101091 G2R-2SN-24VAC DPCO-24VAC 4.82 4.34 4.10
8101082 G2R-2SN-110VAC DPCO-110VAC 4.82 4.34 4.10
8101088 G2R-2SN-220VAC DPCO-220VAC 7.14 6.43 6.07
LED+Test Button
8101055 G2R-1SNI-12VDC SPCO-12VDC 4.11 3.70 3.49
8101064 G2R-1SNI-24VDC SPCO-24VDC 4.11 3.70 3.49
8101061 G2R-1SNI-24VAC SPCO-24VAC 4.56 4.10 3.88
8101052 G2R-1SNI-110VAC SPCO-110VAC 4.56 4.10 3.88
8101058 G2R-1SNI-220VAC SPCO-220VAC 6.85 6.17 5.82
8101106 G2R-2SNI-12VDC DPCO-12VDC 4.65 4.19 3.95
8101115 G2R-2SNI-24VDC DPCO-24VDC 4.65 4.19 3.95
8101112 G2R-2SNI-24VAC DPCO-24VAC 4.96 4.46 4.22
8101103 G2R-2SNI-110VAC DPCO-110VAC 4.96 4.46 4.22
8101109 G2R-2SNI-220VAC DPCO-220VAC 7.35 6.62 6.25
LED+Diode+Test Button
8101046 G2R-1SNDI-12VDC SPCO-12VDC 5.46 4.91 4.64
8101049 G2R-1SNDI-24VDC SPCO-24VDC 5.46 4.91 4.64
8101097 G2R-2SNDI-12VDC DPCO -12VDC 5.94 5.35 5.05
8101100 G2R-2SNDI-24VDC DPCO-24VDC 5.94 5.35 5.05

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

8101151 G3R-OA202SZN DC - AC 17.09 15.38 14.53
8101154 G3R-ODX02SN DC - DC 15.86 14.27 13.48

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

8101370 P2RF-05-E SPCO + G3R 2.67 2.40 2.27
8101373 P2RF-08-E DPCO 3.50 3.15 2.98

Unit Price

DPCO

OMRON
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A plug-in general purpose 3PCO enclosed relay with 10A capacity. An
optional test button version is available with a 24Vdc coil.

Contact arrangement Three pole changeover
Contact material Silver cadmium oxide
Contact rating 10A at 120V ac, 10A at 28V dc
Operate / release time 15ms / 10ms (all relays)
Nominal coil power 1.2 W dc, 2.7 VA at 50 Hz ac approx.
Mechanical switching life 105

Dielectric strength 2.2kV ac (coil-contact)
Temperature -45ºC to + 45ºC (ac), -45ºC to + 70ºC (dc)
Terminals 4.75mm push-on
Approvals UL, CSA

Relays - Plug in

K10 Series
15A, DPCO

KUP Series
10A, 3PCO

KUP Series
10A, DPCO

A plug-in general purpose DPCO miniature relay with 15A capacity.
Compact in size it is ideal for installation in small equipment.

Contact arrangement Double pole changeover
Contact material Silver cadmium oxide
Contact rating 15A at 120V ac, 15A at 30V dc
Operate / release time 13ms / 6ms (all relays)
Nominal coil power 0.9 W dc, 1.2 VA at 50 Hz ac approx.
Mechanical switching life 107

Dielectric strength 1.5kV ac (coil-contact)
Temperature -45ºC to + 70ºC
Approvals UL, CSA

A plug-in general purpose DPCO enclosed relay with 10A capacity.

Contact arrangement Double pole changeover
Contact material Silver cadmium oxide
Contact rating 10A at 240V ac, 10A at 28V dc
Operate / release time 15ms / 10ms (all relays)
Nominal coil power 1.2 W dc, 2 VA at 50 Hz ac approx.
Mechanical switching life 105

Dielectric strength 2.2kV ac (coil-contact)
Temperature -45ºC to + 55ºC (ac), -45ºC to + 70ºC (dc)
Terminals 4.75mm push-on
Approvals UL, CSA

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951548 K10P11D15-6 DPCO-6VDC 5.04 4.54 4.28
4951542 K10P11D15-12 DPCO-12VDC 5.60 5.04 4.76
4951545 K10P11D15-24 DPCO-24VDC 5.63 5.07 4.79
4951536 K10P11A15-24 DPCO-24VAC 6.77 6.09 5.75
4951533 K10P11A15-120 DPCO-120VAC 6.91 6.22 5.87
4951539 K10P11A15-240 DPCO-240VAC 6.62 5.96 5.63

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951980 KUP11D15-12 DPCO-12VDC 5.99 5.39 5.09
4951983 KUP11D15-24 DPCO-24VDC 6.37 5.73 5.41
4951986 KUP11D15-48 DPCO-48VDC 6.37 5.73 5.41
4951956 KUP11A15-12 DPCO-12VAC 7.81 7.03 6.64
4951959 KUP11A15-120 DPCO-120VAC 6.73 6.06 5.72
4951962 KUP11A15-240 DPCO-240VAC 7.50 6.75 6.38

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4952052 KUP14D15-6 3PCO-6VDC 8.52 7.67 7.24
4952043 KUP14D15-12 3PCO-12VDC 6.86 6.17 5.83
4952046 KUP14D15-24 3PCO-24VDC 6.91 6.22 5.87
4952058 KUP14D25-24 TEST BUTTON 8.53 7.68 7.25
4952040 KUP14D15-110 3PCO-110VDC 9.45 8.51 8.03
4952004 KUP14A15-120 3PCO-120VAC 7.35 6.62 6.25
4952010 KUP14A15-240 3PCO-240VAC 7.71 6.94 6.55

Unit Price

DIN and PCB mounted sockets for use with K10 style relays. IP20 finger
protection with M3.5 captive terminal screws on the DIN sockets. PCB
sockets are manufactured with “floating” loose terminals which permits
them to align with holes in the circuit board and with the relay terminals.
Hold down springs for relay retention are also available, please order
separately.

Current rating 10A
Dielectric strength 2000V ac, 1 minute 
Approvals UL, CSA

DIN & PCB Mounted
Sockets for DPCO Relay

Stock No. Manf Ref’ Type 1-24 25-99 100+

5501079 SH2B05C DIN-SOCKET 3.12 2.96 2.81
5501085 SFA101 SPRING 0.30 0.29 0.27
4951356 27E489 PCB SOCKET 1.97 1.77 1.67

Unit Price

POTTER & BRUMFIELD
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Relays - Plug in

KUEP Series, DPCO
150 VDC Switching

KUEP Series, SP N/O
150 VDC Switching

KUMP Series
15A, 3PCO

A plug-in DPCO enclosed relay incorporating a blow-out magnet for high
voltage DC switching. A version with indicator lamp is also available with
a 24VDC coil.

Contact arrangement Double pole changeover
Contact material Silver cadmium oxide
Contact rating 3A at 150V dc
Operate / release time 15ms / 10ms (all relays)
Nominal coil power 1.8 W dc, 2.7 VA at 50 Hz ac approx.
Mechanical switching life 105

Dielectric strength 2.2kV ac (coil-contact)
Temperature -45ºC to + 45ºC (ac), -45ºC to + 50ºC (dc)
Terminals 4.75mm push-on
Approvals UL, CSA

A plug-in enclosed relay incorporating a blow-out magnet for high
voltage DC switching with a single pole, normally open, double make
contact which is capable of switching 10 amp at 150 volt DC.

Contact arrangement Single pole, normally open, double make
Contact material Silver cadmium oxide
Contact rating 10A at 150V dc
Operate / release time 15ms / 10ms (all relays)
Nominal coil power 1.2 W dc, 2 VA at 50 Hz ac approx.
Mechanical switching life 105

Dielectric strength 2.2kV ac (coil-contact)
Temperature -45ºC to + 55ºC (ac), -45ºC to + 70ºC (dc)
Terminals 4.75mm push-on
Approvals UL, CSA

A plug-in general purpose 3PCO enclosed relay with a switching
capacity of up to 15A at 277Vac .

Contact arrangement Three pole changeover
Contact material Silver cadmium oxide
Contact rating 15A at 277V ac
Operate / release time 15ms / 10ms
Nominal coil power 1.2 W dc, 2.7 VA at 50 Hz ac approx.
Mechanical switching life 105

Dielectric strength 2.2kV ac (coil-contact)
Temperature -45ºC to + 70ºC
Terminals 4.75mm push-on
Approvals UL, CSA

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951887 KUEP3D15-12 SPNO-12VDC 11.65 10.49 9.90
4951890 KUEP3D15-24 SPCO-24VDC 11.65 10.49 9.90
4951893 KUEP3D15-48 SPNO-48VDC 11.65 10.49 9.90

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951950 KUMP14D18-12 3PCO-12VDC 11.52 10.37 9.79
4951953 KUMP14D18-24 3PCO-24VDC 11.85 10.67 10.07

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951875 KUEP11D15-12 DPCO-12VDC 14.06 12.65 11.95
4951878 KUEP11D15-24 DPCO-24VDC 14.06 12.65 11.95
4951884 KUEP11D35-24 LED 14.52 13.07 12.34
4951881 KUEP11D15-48 DPCO-48VDC 14.06 12.65 11.95
4951872 KUEP11A15-120 DPCO-120VAC 14.06 12.65 11.95

Unit Price

RM Series
16A, 3PCO

A range of plug-in 3PCO relays with a switching capacity of 16A at
250Vac. Enclosed in a clear dust cover. Suitable for direct control of
squirrel-cage motors, water heaters, night storage heaters and as a
power relay in electrical appliances.

Contact arrangement Three pole changeover
Contact material Silver cadmium oxide
Contact rating 16A at 250Vac 
Operate / release time 15ms / 10ms
Nominal coil power 1.6 W (dc), 2.8VA
Coil resistance ohm 86 (12V ), 345 (24V), 7500 (230V)
Mechanical switching life 20 x 106

Dielectric strength 2.5kV ac (coil-contact)
Temperature -45ºC to + 60ºC (DC), -45ºC to + 50ºC (AC)
Terminals 4.75mm push-on 
Approvals UL, CSA

Stock No. Manf Ref’ Type 1-24 25-99 100+

4952766 RM702012 3PCO-12VDC 9.57 8.61 8.13
4952763 RM702024 3PCO-24VDC 9.57 8.61 8.13
4952764 RM702730 3PCO-220VAC 9.57 8.61 8.13

Unit Price

POTTER & BRUMFIELD
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Relays - Sockets

Panel Mounted Socket
for KU Series Relays

A socket which can be hard mounted to a panel or chassis. 4.75mm
push-on terminals and is designed to accept KU series and RM series
relays with 4.75mm terminals. This socket is suitable for single, double &
three pole relays.

Current rating 15A
Approvals UL, CSA

Two types of hold down spring available, a clip-on type (20C254) and a
permanently fixed type (20C228) which is held in place by the socket
fixing screw, please order separately.

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951293 27E067 PANEL SOCKET 3.21 2.89 2.73
4951251 20C254 SPRING 0.30 0.27 0.26
4951239 20C228 SPRING 0.50 0.45 0.43

Unit Price

DIN Mounted Socket
for KU Series Relays

A DIN rail, snap-mount socket with screw terminations and is designed
to accept KU series and RM series relays with 4.75mm terminals.
Constructed with a spring loaded latch to allow quick installation or
removal. This socket is suitable for single, double & three pole relays.

Current rating 15A
Approvals UL, CSA

A clip-on type hold down spring (20C310) is available, please order
separately

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951377 27E893 DIN SOCKET 6.86 6.17 5.83
4951257 20C318 SPRING 0.50 0.45 0.43

Unit Price

KUL Series, Latching Relay
10A, DPCO

PCB Mounted Socket
for KU Series Relays

A plug-in enclosed magnetic latching relay. Fully enclosed single coil has
a permanent magnet in parallel with the magnetic circuit that enables the
relay to remain latched with the supply removed. Two coil input
connections provide set & reset control. Suitable for alarm systems,
machine tools, battery chargers and process controls.

Contact arrangement Double pole changeover
Contact material Silver cadmium oxide
Contact rating 10A at 240V dc, 10A at 28V dc
Operate / release time 25ms / 25ms
Coil data 120V ac, 3700 ohm ±10%.
Mechanical switching life 107

Dielectric strength 1.5kV ac (coil-contact)
Temperature -45ºC to + 70ºC (dc)
Terminals 4.75mm push-on
Approvals UL, CSA

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951290 27E046 PCB SOCKET 2.20 1.98 1.87
4951251 20C254 SPRING 0.30 0.27 0.26

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951923 KUL11A15S-120 DPNO-120VAC 40.70 36.63 34.60

Unit Price

A PCB mounted socket with 3.66mm long pin terminals and is designed
to accept KU series and RM series relays with 4.75mm terminals. This
socket is suitable for single, double & three pole relays.

Current rating 15A
Approvals UL, CSA

A clip-on type hold down spring (20C254) is available, please order
separately

Suggested Socket & PCB Layout

Recommended Cut-out for Panel
Mounted Sockets

POTTER & BRUMFIELD
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Relays - Plug in 

R10 Series
5A & 7.5A, DPCO

R10 Series
3A & 5A, 4PCO

Chassis Socket for R10
DPCO Relays

R10 Series
5A, 6PCO

A miniature plug-in cradle DPCO relay with a switching capacity of 5A or
7.5A (R10E1W2V700) at 155Vac . Enclosed in a clear dust cover.
Earthing/mounting stud on terminal base.

Contact arrangement Double pole changeover
Contact material Silver cadmium oxide
Contact rating 5A at 155Vac/28Vdc

7.5A at 155Vac/28Vdc (R10E1W2V700)
Operate / release time 20ms / 10ms
Nominal coil power 2.2 W 
Coil resistance 185 ohm (12Vdc), 700 ohm (24Vdc)
Mechanical switching life 7.5 x 104

Dielectric strength 1kV ac (coil-contact)
Temperature -55ºC to + 75ºC
Terminals 2mm solder/plug in, with earthing stud
Approvals UL, CSA

A miniature plug-in cradle 4PCO relay with a switching capacity of 5A at
155Vac. Available with fine silver contacts (R10E1Y4V700) for low load
switching to 100mA (min). Enclosed in a clear dust cover
Earthing/mounting stud on terminal base.

Contact arrangement Four pole changeover
Contact material Silver cadmium oxide (R10E1X4V700)

Fine silver (R10E1Y4V700)
Contact rating 5A at 155Vac/28Vdc (R10E1X4V700)

3A at 155Vac/28Vdc (R10E1Y4V700)
Operate / release time 20ms / 10ms
Nominal coil power 2.2 W 
Coil resistance 700 ohm
Mechanical switching life 1.5 x 106

Dielectric strength 1kV ac (coil-contact)
Temperature -55ºC to + 75ºC
Terminals 2mm solder/plug in, with earthing stud 
Approvals UL, CSA

A miniature plug-in cradle 6PCO relay with a switching capacity of 5A at
155Vac. Enclosed in a clear dust cover. Earthing/mounting stud on
terminal base.

Contact arrangement Six pole changeover
Contact material Silver cadmium oxide
Contact rating 5A at 155Vac/28Vdc 
Operate / release time 20ms / 10ms
Nominal coil power 2.2 W
Coil resistance 430 ohm 
Mechanical switching life 5 x 104

Dielectric strength 1kV ac (coil-contact)
Temperature -55ºC to + 75ºC
Terminals 2mm solder/plug in, with earthing stud 
Approvals UL, CSA

A chassis mounted socket to accept DPCO R10 series relays with 2mm
solder/plug in terminals. Rugged, moulded socket body retains floating
terminals of either solder or printed circuit pin configuration. Earthing
strip on chassis connects to earthing stud on relay. Fixing is by 1 x M3
screw (not supplied). Wire hold down springs for relay retention are also
available, please order separately.

Contact material Spring brass, tin plated
Body material Polyester

Stock No. Manf Ref’ Type 1-24 25-99 100+

4952208 R10E1X2V185 DPCO-12VDC 8.01 7.21 6.81
4952214 R10E1X2V700 DPCO-24VDC 8.01 7.21 6.81
4952202 R10E1W2V700 DPCO-24VDC 9.13 8.22 7.76

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4952223 R10E1X4V700 4PCO-24VDC 11.55 10.40 9.82
4952253 R10E1Y4V700 4PCO-24VDC 11.26 10.13 9.57

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4952229 R10E1X6V430 4PCO-24VDC 13.97 12.57 11.87

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951305 27E125 DPCO SOCKET 2.34 2.11 1.99
4951242 20C249 SPRING 0.30 0.27 0.26

Unit Price

POTTER & BRUMFIELD
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A PCB mounted socket to accept 4PCO R10 series relays with 2mm
solder terminals. Earthing strip on chassis connects to earthing stud on
relay. Fixing is by 1 x M3 screw (not supplied). Wire hold down springs
for relay retention are also available, please order separately.

Contact material Spring brass, tin plated
Body material Polyester

Note: Printed circuit sockets are manufactured with floating/loose terminals.
This permits them to align with holes in the circuit board and with the relay
terminals. During the mounting & soldering of the socket, vertical float
should be eliminated and the terminals seated on the board by inserting
a dummy relay into the socket. Failure to eliminate float may cause
fracture of the solder joint or separation of the copper conductor from the
printed circuit board when a relay is inserted in the socket after soldering.

Relays - Plug in

Chassis Socket for R10
4PCO Relays

Chassis Socket for R10
6PCO Relays

PCB Socket for R10
4PCO Relays

PCB Socket for R10
2PCO Relays

A chassis mounted socket to accept 4PCO R10 series relays with 2mm
solder/plug in terminals. Rugged, moulded socket body retains floating
terminals of either solder or printed circuit pin configuration. Earthing
strip on chassis connects to earthing stud on relay. Fixing is by 1 x M3
screw (not supplied). Wire hold down springs for relay retention are also
available, please order separately.

Contact material Spring brass, tin plated
Body material Polyester

A PCB mounted socket to accept 2PCO R10 series relays with 2mm
solder terminals. Earthing strip on chassis connects to earthing stud on
relay. Fixing is by 1 x M3 screw (not supplied). Wire hold down springs
for relay retention are also available, please order separately.

Contact material Spring brass, tin plated
Body material Polyester

Note: Printed circuit sockets are manufactured with floating/loose
terminals. This permits them to align with holes in the circuit board and
with the relay terminals. During the mounting & soldering of the socket,
vertical float should be eliminated and the terminals seated on the board
by inserting a dummy relay into the socket. Failure to eliminate float may
cause fracture of the solder joint or separation of the copper conductor
from the printed circuit board when a relay is inserted in the socket after
soldering.

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951308 27E126 4PCO SOCKET 2.47 2.22 2.10
4951245 20C250 SPRING 0.30 0.27 0.26

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951311 27E127 6PCO SOCKET 3.91 3.52 3.32
4951248 20C251 SPRING 0.33 0.30 0.28

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951314 27E128 2PCO SOCKET 1.62 1.46 1.38
4951242 20C249 SPRING 0.30 0.27 0.26

Unit Price

Stock No. Manf Ref’ Type 1-24 25-99 100+

4951317 27E129 4PCO SOCKET 1.57 1.41 1.33
4951242 20C249 SPRING 0.30 0.27 0.26

Unit Price

A chassis mounted socket to accept 6PCO R10 series relays with 2mm
solder/plug in terminals. Rugged, moulded socket body retains floating
terminals of either solder or printed circuit pin configuration. Earthing
strip on chassis connects to earthing stud on relay. Fixing is by 1 x M3
screw (not supplied). Wire hold down springs for relay retention are also
available, please order separately.

Contact material Spring brass, tin plated
Body material Polyester

Suggested Board Layout 
Component side
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