Microswitches

SAIA-BURGESS

V3 Miniature Microswitch, 16 Amp
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a choice of stainless steel levers.

Electrical rating (250 Vac) 16 Amp (resistive load), 6 Amp (mot
Contacts / Material Single pole changeover / Pure silver
Mechanical life 107
Temperature -40 to +85°C
Terminals Brass silver plated
IP Rating 1P40
Housing Phenolic-Melamine, Thermosetting
Levers Stainless steel
Approvals UL, CSA, BEAB, VDE, NEMKO
Plunger Lever Lever Roller
Operating force max. N~ 3.2 0.14 0.65 3.2
Release force min. N 0.4 0.017  0.08 0.37
Free position. mm 15.75 17.9 20.8 21.8
Tripping point. mm 14.7 14.9 13.7 20.2
Differential travel. mm 0.35 0.9 25 0.4
Overtravel min. Flush with case (all types)
Operating characteristics are specified from mounting face
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Push on terminals Solder

A high quality miniature microswitch capable of switching 16 amp
(resistive load) with very close tolerances of operating position and
differential travel. Available with 6.3mm push-on or solder terminals and
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Levers for Burgess XGG Series Miniature Microswitches
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Plain Lever 27.8 mm Plain Lever 60 mm Roller Lever 12.8 mm Roller Lever 25.9 mm
Unit Price
Stock No. Manufactures Ref’ Actuator Contacts Type Lever Typel/Length 1-49 50-199 200+
2193232  XGG288 PLUNGER Ag 6.3MM PUSH ON 110 099 0.84
2193235 XGG288P23 PLUNGER Ag 6.3MM PUSH ON PLAIN/27.8MM 120 1.08 0.92
2193238 XGG288P27 PLUNGER Ag 6.3MM PUSH ON PLAIN/60MM 125 1.13 0.96
2193241 XGG288S20 PLUNGER Ag 6.3MM PUSH ON ROLLER/12.8MM 144 130 1.10
2193244  XGG288S21 PLUNGER Ag 6.3MM PUSH ON ROLLER/25.9MM 144 130 1.10
2193247 XGG388 PLUNGER Ag SOLDER 110 099 0.84
2193250 XGG388P23 PLUNGER Ag SOLDER PLAIN/27.8MM 120 1.08 0.92
2193253  XGG388P27 PLUNGER Ag SOLDER PLAIN/60MM 125 1.13 0.96
2193256  XGG388S20 PLUNGER Ag SOLDER ROLLER/12.8M 144 130 1.10
XGK2 MODELS HAVE HALF THE OPERATING FORCE OF XGG2 MODELS, PLUNGER HAS 1.5N FORCE
2193259  XGK2-88 PLUNGER Ag 6.3MM PUSH ON NONE 110 099 0.84
2193271 XGK2-88P2321 PLUNGER Ag 6.3MM PUSH ON PLAIN/27.8MM 120 1.08 0.92
2193532  XGK2-88S20 PLUNGER Ag 6.3MM PUSH ON ROLLER/12.8MM 144 130 1.10
2193262 XGK2-88S21 PLUNGER Ag 6.3MM PUSH ON ROLLER/60MM 144 130 1.10
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